


The Most Powerful
Brush Chipper In 
Its Class

When you need high power from a 

12" (30 cm) chipper, trust the Vermeer®

BC1000XL brush chipper. This unit

combines an impressive 85 hp (63 kW)

engine, a large 12" x 17" (30 cm x  43 cm)

feed opening, a clutchless PTO, and

rubber-torsion suspension for maximum

performance in the field. The BC1000XL

also features a large 25 gal (95 L) fuel 

tank for longer working sessions, gear-

driven discharge-chute rotation for an

infinite number of chute positions, and

dual-edged cutter knives for reduced

operating expense.

A noise-reducing design; an optional

sound-abatement package; and rubber-

mounted engine and cutter housing help

increase work performance and reduce

vibration — making the BC1000XL a great

choice for tree service contractors, rental

yards, and municipalities. 

Talk to your Vermeer dealer about the

BC1000XL chipper today!

Maximum Power from
a 12" (30 cm) Chipper

A large rectangular 12" x 17" 
(30 cm x 43 cm) feed opening
helps boost productivity by reducing
the need to trim material before it is
fed into the chipper.

An optional sound-abatement
package offers a combination of an
engine shield liner, a triple-layer
infeed curtain, and a sound-reducing
coating on the discharge chute.

The 3-year / 3,000-hour extended
warranty on drum housings, cutter
drums, shaft, and ring fedder hubs offers
you peace of mind, in addition to the 
1-year / 1,000-hour Vermeer equipment
limited warranty.



BC1000XL Specifications
General
Weight: 4610 lb (2091 kg)
Transport length: 170" (432 cm) 

(transport tongue fully extended)
Width: 67" (169 cm)
Height: 97" (246 cm)

Engine Options
Make and model: Cummins B3.3 Turbo Tier 2
Gross horsepower: 85 hp (63 kW) @ 2600 rpm
Type of fuel: Diesel
Cylinders: 4
Displacement: 199 cu in (3.3 L)

Capacities
Fuel tank: 25 gal (95 L)
Hydraulic tank: 7 gal (26 L)

Cutting System
Infeed opening: 12" x 17" (30 cm x 43 cm)
Infeed length: 70" (177 cm)
Feed-table height: 25.5" (64.8 cm)
Feed-roller style: Single, horizontal
Infeed rate: 0 fpm – 105 fpm

(0 m/min – 32.0 m/min)

Chassis
Frame: .25" x 5" (.6 cm x 13 cm) fabricated Z-section
Tires: ST225/75R15 LRD (standard)

CT245/75R16 LRE (optional)
Axle / Suspension: 5200 lb (2559 kg) torsional rubber-type

Electrical
System voltage: 12 V
Lights: Stop, turn, tail, license

European / Australian

To help meet international demand, the BC1000XL is also
offered in two market-specific models:

• The BC1000XL European has an 85 hp (63 kW)
Cummins diesel engine, with European-approved
lighting and tandem axles that meet European tongue
weight requirements.

• The BC1000XL Australian has an 85 hp (63 kW) Cummins
diesel engine, with Australian-style lighting and Australian
safety chains that meet Australian standards.

BRUSH CHIPPER

A clutchless PTO system allows 
the cutter to be engaged without 
using a traditional slip clutch or idler
pulley and without sliding the engine.
The system is simple to maintain —
once under the shield, belt changes
are easily accomplished without the
use of tools.

Improved operator safety.
A patented lower-feed stop bar is
strategically located to make it
possible for the operator’s leg to
strike the bar and shut off the feed
either intentionally or automatically 
in emergency situations. With two
sensitivity settings, the operation
of the bar can be adjusted to 
meet the demands of difficult
chipping conditions.
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Your Complete Global Service Provider
for Quality Parts and Service.

Genuine Vermeer parts are
precision crafted to match
your Vermeer equipment
EXACTLY. This ensures that
your system will run as
smoothly as possible, with
the least amount of service
and maintenance.

Vermeer offers factory-
certified training programs to
its dealer network to ensure
that the most current service
procedures are presented to
the service personnel of your
Vermeer dealer.

Get the parts and service
edge. In addition to providing
quality equipment, Vermeer
delivers top-quality parts and
superior services. Vermeer
parts are manufactured to
exacting specifications to help
keep your Vermeer equipment
running trouble-free and at
OEM specifications.

Equipment shown is for illustrative purposes only and may display optional accessories or components. Please contact your local Vermeer dealer for more information about machine specifications. 
Vermeer Manufacturing Company reserves the right to make changes in engineering, design, and specifications; add improvements; or discontinue manufacturing at any time without notice or obligation. 

VERMEER and the VERMEER LOGO are trademarks of Vermeer Manufacturing Company in the U.S. and / or other countries. 
CUMMINS is a trademark of Cummins Engine Company, Inc. SHERRILL is a trademark of Sherrill Incorporated. ArborMaster Training is a trademark of ArborMaster. 

© 2007 Vermeer Manufacturing Company. All Rights Reserved.

03/07.10k PN 147267-001 

Building Industry Partnerships 
to Serve You Better.

Vermeer has forged strong strategic alliances with tree
industry giants that include Sherrill Incorporated and
ArborMaster Training. These alliances ensure that 
top-quality industry support is the standard at Vermeer
dealerships. Membership with the TCIA and ISA helps
Vermeer stay in touch with the customers it serves and 
the issues they face.


