

















HAMMERHEAD MOLE TOOLS

Pipe Ramming — Install Steel
Casing 4" (10 cm) to 72" (183 cm)
Under Roads, Railroads, Finished
Landscapes, and Structures

Pipe ramming is often the method of choice in cobble or free
flowing soil conditions. Compared to conventional methods,
pipe ramming cuts down on setup time and offers lower
equipment costs and reduced maintenance costs.

In cobble, rammed pipe can swallow the material whole, including large

rocks and cobble, keeping the casing size to a minimum and saving <
cost on the job. In free flowing soils, the material is not removed until

after the casing is installed, reducing the risk of creating voids.
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Length Air Pressure Tons of Force Recommended HDD Assist

in (cm) cfm (m*/min) psi (bar) Product Size in (cm) Recommended HDD Class
4 (100) 60.75 (154.3) 136 (62) 68 (1.9) 110 (7.6) 334 2-4(5-10) N/A
5.125 (130) 62 (158.1) 214 (97) 98 (2.8) 110 (7.6) 4738 4-8(10 - 20) N/A
5.75 (145) 71 (180.9) 305 (138) 132 (3.7) 110 (7.6) 65.4 6-12 (10— 30) N/A
7 (180) AR t 77 (195.6) 511 (232) 235 (6.7) 110 (7.6) 92.0 8-20 (15 - 50) 24,000 Ib
8 (200) AR 101 (256.3) 900 (408) 308 (8.7) 110 (7.6) 126.0 8 — 24 (20 - 60) 24,000; 33,000; 50,000 Ib
12 (300) AR t 91 (231.4) 1568 (711) 600 (17.0) 110 (7.6) 3724 12-30 (30 - 75) 33,000; 50,000; 80,000 Ib
16 (400) AR T 97 (245.1) 2701 (1225) 1050 (29.7) 110 (7.6) 547.5 16 — 48 (30 - 120) 80,000 Ib
20 (500) AR t 108.4 (275.3) 5750 (2608) 1290 (36.5) 110 (7.6) 821.0 20 - 54 (50 — 140) 80,000; 150,000 Ib
24 (600) AR t 117 (295.9) 9831 (4459) 1700 (48.1) 110 (7.6) 1010.0 24 - 72 (60 — 180) 150,000 Ib and larger

TAir Reverse Tools. Please note: maximum ramming lengths can vary based on pipe diameter installed, ground conditions, and ramming tool used to install the pipe.
Contact your HammerHead representative for more detailed tool vs. ram length information.
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Equipment shown is for illustrative purposes only and may display optional accessories or components. Please contact your local Vermeer dealer for more information about machine specifications.
Vermeer Manufacturing Company reserves the right to make changes in engineering, design, and specifications; add improvements; or discontinue manufacturing at any time without notice or obligation.
VERMEER, the VERMEER LOGO, ATLAS BORE PLANNER, BORE PILOT, INTERRAGATOR, FIRESTICK, NAVIGATOR, and SMART HAMMER TECHNOLOGY are trademarks of
Vermeer Manufacturing Company in the U.S. and / or other countries. VAC-TRON and FLOWMASTER are trademarks of VAC-TRON Equipment.

MCLAUGHLIN and the MCLAUGHLIN LOGO are trademarks of McLaughlin Group, Inc. DIGITRAK is a trademark of Digital Control Incorporated.

ACTIVE HEAD, IMPACTOR, HYDROGUIDE, HAMMERHEAD MOLE, HAMMERHEAD, HYDROBURST, PORTABURST, POWER PORT, and SIDEWALKER
are trademarks of Earth Tool Company, LLC, Oconomowoc, WI.
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